
Fully compatible with  
the world’s leading  
offset printing machines

CF1000PM
Press mounted module



CF1000PM
•  No heavy shaft or reel handling with fast changeover
•  Integrated reel loading system
•  Long run lengths (16000m)
•  Total tension control
•  Run Cold foil up to 3 times (pattern permitting)
•  Cast & cure 20 times (film quality permitting)
•  3 Different foil saving options
•  Rapid delivery and installation

Press mounted module



The CF1000PM, low cost unit was developed by 
popular request for customers that cannot justify 
our portable, floor mounted unit and will enable 
them to start creating exciting effects in Cold Foil 
or Cast and Cure with minimal set up costs.

Unlike most Press mounted modules, the heavy shafts cantilever 
for loading / unloading and remain in the machine while the reels 
can be changed quickly without the use of a crane.

The units are designed to run in harmony with the press with 
very simple integration and total control of the process, leaving 
the print technicians free to focus on their printing operation.

Both unwind and rewind are driven using the latest digital servo 
controls for perfect tension and speed matching during the 
foiling process. The Press is started and the adhesive applied / 
printed on the preceding station, checked for registration before 
initiating the foiling section. The nip / printing blanket is closed 
and the module immediately accelerates automatically to match 
the press speed.

This module has three foil saving systems which can be  
selected depending on the pattern / coverage to increase foil  
yield. The CF1000PM produces a high quality finished roll after 
the foiling process for multiple passes through the press when 
the pattern permits.

CF1000 SPECIFICATION

Fixed Position Press Mounted

Universal design for Cold Foiling and Cast and Cure to fit all presses

Maximum Reel Length:16000m (550mm Diameter)

Press Sizes: 500mm – 1470mm

Maximum Speed: 18000 s/hour

76mm (3”) or 152mm (6”) Shafts stay in machine eliminating heavy lifting

Reel Loading: Automatic Manipulator for rapid / safe loading of reels from floor level

Foil Saving: 3 Systems - Multi Pass, Zoned / Multi Reel, Registration

Automatic web tension control for multiple foil passes

Compact design to reduce web length

No roller contact with coated side of web over press (1 roll when running registration saving)

Blanket wrap detection

Web break detection

Ultrasonic diameter measurement

Laser reel alignment for multi reel

Web clamps & splice tables both sides of foiler for rapid reel change and web alignment

Module is fitted with interlocked shutter guarding

Compact UV lamp optional

Rapid installation

Worldwide Support & i-service

Full safety compliant system



EUROPE:
Compact Foilers Ltd
Albemarle Road, Taunton, 
Somerset, England, TA1 1BJ
tel: +44 (0) 1823 283411 
fax: +44 (0) 1823 251095 
email: sales@compactfoilers.com

USA:
tel: (1) 732 627 0400 
fax: (1) 732 627 0111 
email: sales@compactfoilers.com

www.compactfoilers.com

No lifting  •  No shaft handling  •  Rapid loading  •  Total safety

Reels are loaded  
on to the manipulator  
at floor level.

Manipulator lifts reels 
to the correct height 
automatically.

The reels are  
automatically pushed  
on to the unwind shaft.

The manipulator 
retracts ready for  
the next reels.

The shafts remain 
in the machine 
and cantilever for 
the rapid and safe 
loading of reels.


